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From the any screen, momentarily press
to return to the screen’s menu. Press
for several seconds to return to the screen.
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Screen appears if the AgGPS Lightbar is activated on AgGPS receiver Port A or B.

Screen appears if the Base Station option is installed on AgGPS receiver.

Screen appears if the Line/Point/Area option is installed.

3

2

See Next Page

AgGPS Receiver – Page 1



AgGPS Menu Navigation Map – Firmware v1.52

Guidance
Config

1

Swath
Width

2

Pattern
Type

2

2

Create
Swaths

2

Headland
Type

2

Exit

Lightbar
Config

3

Lightbar
Text

2

LED Space
Mode

2

LED
Spacing

2

Approach
LED

2

Lightbar
Mount

2

Display
Mode

2

Configuration

3

Look
Ahead

2

Antenna
Position

2

GPS/DGPS
Guidance

2

LBAR
Brightness

Alarms
On/Off

2

2

Set All
Keys

Key
Assign

Status
Field

Operations

33

Home
3

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

Log Config
(RDL)

Track Logging
Interval

2

Application
Width

2

Event
Trigger

2

Event
Polarity

2

Exit

1

1

1

1

1

Screen appears if the AgGPS Lightbar
is activated on AgGPS receiver Port A or B.

Screen appears on AgGPS 132 receivers with
Part Number 33302-01 33302-11, AgGPS 124
receivers, and AgGPS 114 receivers.

Screen appears if the Base Station option is
installed on AgGPS receiver.

Screen appears if the RTS/CTS Option is
installed on AgGPS receiver.

From the any screen, momentarily press
to return to the screen’s menu. Press
for several seconds to return to the screen.
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